
 

 

SKYFLO SUBMERSIBLE DRAINAGE PUMPS 

    

                                                                                                                                                                             ………..MADE IN ITALY 

Pump housing Cast Iron- EN200 with rubber coating 

Wear Plates Cast Iron- EN200 with rubber coating 

Motor Housing Cast Iron- EN200 

Impeller High Chrome Cast Iron 

Mechanical Seal Motor Side Ceramic /Graphite 

Mechanical Seal Impeller Side Silicon Carbide 

Motor Shaft Stainless Steel AISI304 

Cooling Jacket Cast Iron 

Bolts and Nuts Stainless Steel Grade A2 

Passage 6mm 

Min Immersion Depth 200mm 

 

Type Electric motor is asynchronous with squirrel 

cage rotor in dry chamber 

Insulation Class F 

Protection IP-68 

Speed 2P 

Frequency 60Hz 

Main to Rated Voltage  400V +/- 10%  

Security Inner control of the thermal probes in the 

winding control, sequence and lack of phase. 

Cable 10m x 4G6mm2 Type- H07RN-F 

Max Starts /hr 10 
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DESCRIPTION 1: MODEL-40T 2: MODEL- 50T 

H 590mm 590mm 

L 270mm 270mm 

DN 2.5” 3” 

Kg 35 40 

KW 4 4.7 

HP 5.4 6.4 

RPM 3500 3500 

Cable 30m 30m 
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